On-Grid Solar Power Systems SeLAR POWER

With energy costs continuing to climb and environmental concerns gaining more and m:bre Vi
bility, conservation efforts and the need for alternative energy systems have taken on a great
urgency in every home, business and community.

Working closely with communities around the wc#lolar Powehas helped protect energy
consumers from the volatile power grid and rising energy costs to incorporating innovative re
newable energy solutions into new and existing infrastructure. For example, status monitorin
software allows consumers to track the amount of energy converted by the system, and solat
modules installed on parking structures gives user the additional benefit of protection from th
elements and less expensive cooling bills.
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Products Overview SSLAR POWER

MonocrystallinesiliconSolar Module
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Major featues:

Monocrystalline silicon solar moduldasmedby singlecrystakiliconsolar cells in
series. It is laminated by higfinengh low iron temperedlass, anti aging EVA and
excellent weather resista¢®€l compositanembrare, with hightransmittance
andhighmechanicabktrength.

Technical Parameters:

Current of | Current of

Power|MaxPower|MaxPower(| ShortCircuit| OpenCircuit L*W*H (mm)

ZKX-180D-24 6x12 180 36.8 490 5.35 442 155 1580x808x50
ZKX-175D-24 6x12 175 36.2 485 53 439 155 1580x808 x50
ZKX-170D-24 6x12 170 35.8 476 5.25 436 155 1580x808x50
ZKX-165D-24 6x12 165 35.6 465 52 432 155 1580x808 x50
ZKX-160D-24 6x12 160 349 4,60 5.15 428 155 1580x808x50
ZKX-155D-24 6x12 155 344 452 5.09 424 155 1580x808 x50
ZKX-135D-12 6x12 135 36.7 3.68 4,01 441 12 1200x808x35
ZKX-130D-12 6x12 130 36.1 3.61 397 438 12 1200x808x 35
ZKX-125D-12 6x12 125 35.7 3.51 3.91 435 12 1200x 808 x 35
ZKX-90D-12 4x9 90 18.1 498 535 225 8 1200x545x30
ZKX-85D-12 4x 9 85 17.8 478 5.15 222 8 1200x545x30
ZKX-80D-12 4x9 80 175 458 495 219 8 1200x545x30
ZKX-75D-12 4x9 75 17.3 4.36 472 21.2 8 1200x545x30
ZKX-60D-12 4x9 60 17.6 343 347 223 6 830x545x 30
ZKX-40D-12 4x9 40 17.5 2.29 298 221 55 635x545x28

ZKX-20D-12 4x9 20 175 1.15 15 219 28 652x306x28

ZKX-10D-12 4x 9 10 17.5 0.58 0.75 219 2 350 x 306 x 28
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Products Overview SSILAR POWER

Polycrystalline Silicon Solar Module

Maijor featues:
Polycrystallinsiliconsolarmoduleis formedby Polycrystallinesilicon solar
cellsin series. It is laminated by higthengh low iron temperedlass, antr

agingeVA andexcellentveather resistance TPT composite mem@raiith

high tansmittancand highmechanicaktrength.
Technical Parameters:

Rated Current of| Current of
Power| MaxPower | MaxPower
(w)
ZKX-260P-24 6x12 260 26 1966 x1000 x 50
ZKX-250P-24 6x12 250 358 7.00 7.80 440 26 1966 x1000 x 50
ZKX-240P-24 6x12 240 35.6 6.74 7.60 440 26 1966 x1000 x 50
ZKX-230P-24 6x10 230 30.0 7.67 8.34 36.8 22 1652x1000 x 50
ZKX-220P-24 6x10 220 29.8 7.40 8.12 36.5 22  1652x1000 x50
ZKX-210P-24 6x10 210 29.7 7.08 7.82 36.2 22 1652x1000 x 50
ZKX-200P-24 6x9 200 26.7 748 835 326 185 1480x1000 x 50
ZKX-190P-24 6x9 190 26.6 7.14 8.06 322 18.5  1490x1000 x 50
ZKX-170P-24 6x12 170 355 479 DLl 444 156 1580x808x35
ZKX-160P-24 6x12 160 35.3 4.57 4.90 437 156  1580x 808 x 35
ZKX-150P-24 6x12 150 3456 434 470 433 156  1580x808x 35
ZKX-140P-24 6x12 140 34.0 412 4.46 428 156 1580x 808 x 35
ZKX-130P-12 4x9 130 17.5 6.43 8.09 220 12 1482 x 676x 35
ZKX-120P-12 4x9 120 17.2 6.98 7.65 218 12 1482 x 676x 35
ZKX-110P-12 4x9 110 171 6.44 7.1 20.0 12 1482 x 676x 35
ZKX-85P-12  4x9 85 17.8 478 5.11 222 8 1195x 541x 30
ZKX-80P-12  4x9 80 175 457 4.90 219 8 1195x 541x 30
ZKX-75P-12  4x9 75 17.3 434 470 217 8 1195x 541x 30
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Products Overview SéL AR PO WER

High Quality Solar Cells

Eachof The Solar Powecellsfeatures:

SiliconNitride antireflectivecoatings
Stateof-theartsilverfront contacts
Sliveralumnum back contact strips

Fullcoveag aluminumbackcontacts with back surface
field
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We areconstantlyipdatingour techhologiesn orderto bring youthe bestcellsavail-
able. We selecbur processingquipnent from top suppliersnternationallyalways
placinghe emphasien excellentesults.

Thanksto commitmentgto investingn quality, TheSolar Powehasimproved
aveagecell efficienciedy 0.3%andhas dramaticallyncreasedelllongevity.

Proven Quality:

Solar Poweunderstandghe importarce of highefficiency andohglife cells.

In our UL - certified,stateof-the-art manufacturindacility,eachPV cellis

manufactued to the highestlevelof qualitystandrds.We believethat supe-
rior qudity productsare not the resultof final inspection,but are created
through a tightlycontrolled manufacturing process. EBRbdtcellisinspected
and checkedfor currentreversionmicro crackschipping, warpig, andany

uneventhickness Solar Powecellsare indivdually ested and gnaped into

over24 pefformance classes witlatight1.5%testaccuracy.
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Products Overview SSLAR POWER

Polycrystallin&iliconSolarCeli 156mm*156mm( 6 0 )

...nlIl”l"l”\

Major technicabpecifications Dimen-

sion(mn) 156 156(ND.5)

Thicknesg>m) 200>6m £20>m

Front (9 1.5mm bus bar (Ag), siliconitride

Back (+) 3.5mm bus bar (Ag/Alxlosed aluminum BSF
Efficiency |Pmpp| Umpp Uoc Isc 1z
16.2-164 397 0511 781 0.615:5% 8.34:5% Side Strength

16.0-16.2 389 051 772 0614:5% 8.26:5% Front Side Average > 1.7 N'mm
158-16.0 384 0509 767 0614:5% 8.20:5%  BackSide Average > 1.6 N/mm
156-158 38 0509 762 0613:5% 8.15:5% Minimum > 1.2 N/mm
154-156 375 0506 751 0.612:5% 8.10:5%

15.2-154 37 0505 745 0610:5% 8.06:5% :
15.0-152 365 0504 737 0.609:5% 8.01:5%
148-150 36 0502 729 0607:5% 7.96:5%  Current/a(lsc) 0.08%/C
146-148 355 0501 72 0604:5% 7.80:5% = Voltagela(lsc) -0.35%/C
144-146 35 0498 716 0.602:5% 7.72:¢5%  Powerk(Pmax) -0.39%/C
142-144 345 0495 711 0599:5% 7.65:5%
14.0-142 341 0494 703 0598:5% 7.51:5%
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Customer service S&LAR POWER

Features:

High Quality Solar Modules

. Usehighefficiencycrysdl solarcell, 100%0f The Solar Powemodules

are built using touse poduced cells,

. Long life: O 2 y&ars, smallattenuation.
. Anglebondbuild in withfive screns, fastenecgndsealedantthigh

mechancal strength.

. Assembled by high tramittance tepered glasshigh transmittance

and high mechanicatrength.

. Equipped with sealed werproof multifunctionajundion box,assure

cellmodule withsafeusng.

. With superiomeathemresistanceagsisant to wind andhail.
. Effectiveresistanto moistureandsaltspraycorroson, not subgd to

geogaphic envionmertalimpact.

. Module lamination pragssing and materigpecification, please re-

fer to the following pictures:

/m Frame
Seal Nitrogen Glue

9.UL certified product$ proof of our internatimal standardior

productsafetydurabilityandoverallquality.
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Customer service SSILAR POWER

We provide customized services to meet your needs:

1. We make sure that our products will be suitable and safe for long distance shipping
and packaging . Please refer to the following:

2. We are planning to set up the distributing agent around the world, so that you can
get the Prompt Local Service you may need.

All information included in the datasheet are subject to change without notice.

Any questions or help, please contact:

Solar Power, LLC.

13574 Village Park Drive , Suite2BR5
Orlando, FL 32837

Office: 401%286- 0090

Fax: 4032714812
www.thesolarpowerusa.com
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